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Technical data

» Model: GL90aa /GL90Aa/GL90tg
 Gas: R-134a
- Temperature/Pressure: Medium / High
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» Power: 1/4 HP

= Voltage: 230 V

= Current Type: Single Phase

= Frequency: 50 Hz

= Compressor Type: Hermetic

= Offset: 8.85 cm3

 Energy consumption -25°C: 165 W

 Energy consumption -10°C: 230 W

= Energy consumption -5°C: 252 W

 Energy consumption 0°2C: 276 W

= Energy consumption +5°C: 299 W

 Energy consumption +10°C: 324 W

= T° De Condensation: 40 °C

= Refrigerating Capacity -25°C: 175 Kcal/h
» Refrigerating Capacity -20°C: 242 Kcal/h
 Refrigerating Capacity -15°C: 322 Kcal/h
» Refrigeration Capacity -10°C: 416 Kcal/h
= Refrigeration Capacity -5°C: 523 Kcal/h
= Refrigeration Capacity 0°C: 643 Kcal/h

« Refrigeration Capacity 5°C: 777 Kcal/h

= Refrigeration Capacity 7.2°C: 840 Kcal/h
= Refrigeration Capacity 10°C: 924 Kcal/h
= Tipo Test: Ashare 46
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